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Streszczenie rozprawy doktorskiej w języku polskim: 

Konwencjonalne systemy osadu czynnego (CASP) to systemy o przepływie ciągłym, są powszechnie 

stosowane do biologicznego oczyszczania ścieków komunalnych. W ostatnich latach konkurencyjna grupa 

procesów osadu czynnego zyskała uznanie i akceptację, a zwłaszcza jej zaawansowana wersja określana jako 

cykliczne/sekwencyjne układy z osadem czynnym ( SBR). Firmy inżynieryjne sugerowały ich przewagę 

w porównaniu z procesem konwencjonalnym zarówno w zakresie kosztów inwestycyjnych (CAPEX), 

eksploatacyjnych (OPEX) oraz minimalnej opłaty jednostkowej za oczyszczanie ścieków (MWF), w tym kosztów 

finansowania i kosztów ukrytych (amortyzacja itp). 

Ocena kosztów CAPEX i OPEX oparta jest na tych samych bazowych kosztach (jednostkowych) robót 

budowlanych i urządzeń. Stąd można stwierdzić, iż niniejsza praca posiada przejrzystość metodologiczną 

i możliwość odtworzenia danych wejściowych i sposobu ich obróbki, potwierdza doświadczenia rynkowe 

i odpowiada kryteriom naukowym dotyczącym analizy problemu. W związku z tym, można stwierdzić, że we 

wszystkich przypadkach proces CYC jest korzystniejszy w stosunku do procesu CASP w odniesieniu do kosztów 

inwestycyjnych CAPEX, kosztów eksploatacyjnych OPEX i w konsekwencji w odniesieniu do kosztów oczyszczania 

ścieków. Na podstawie uzyskanych wyników można więc sformułować wniosek, że w przypadku projektów nowych 

oczyszczalni, należy unikać układów typu CASP na rzecz technologii CYC, której wybór powinien być obowiązkowy 

ze względu na jej przewagę pod względem efektywnego wykorzystania środków. 
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Streszczenie rozprawy doktorskiej w języku angielskim: 

Classical activated sludge processes (CASP) characterized as continuous flow-through systems have 

been widely used for the biological treatment of municipal wastewater. In recent years the competing group 

of variable volume activated sludge processes has gained acceptance, especially its most advanced version 

designated as cyclic activated sludge systems (CYC). Engineering companies offering CYC have claimed 

considerable advantages over CASP with regard to investment costs (CAPEX), operation costs (OPEX) and cost 

covering minimum wastewater fee (MWF) including financial costs and imputed costs (amortization etc.). 

Evaluation of CAPEX and OPEX are based on an equal basis of prices for civil works and equipment. 

Hence, the thesis may claim methodological transparency, retrievability of data input and processing, corroboration 

with market experience and finally meeting scientific criteria of problem analysis. Consequently, the thesis allows 

for the conclusion that in all cases CYC is superior over CASP with regard to CAPEX investment costs, to OPEX 

operation costs and consequently with regard to MWF wastewater fees. In projects which refer to green field plants 

the selection of CASP type technologies shall be avoided and mandatorily a CYC type technology shall be selected 

being the superior state of the art with regard to efficient use of funds. 


